
THE LAST
THING ON HIS
MIND IS WAXING
DIESEL FUEL...
Because he doses every diesel
delivery until mid November
with Exocet’s Anti Wax. 
It ensures any summer grade
fuel stored in the winter months
is fit for the cold weather.

Order your Anti Wax
today to eliminate any
Winter problems.
*All fuel delivered from 16th November is winter grade, so no need to add the Anti Wax after this date.
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EXPERTS IN FUEL ADDITIVES
We are fuel technology specialists who

provide expert advice on fuel quality. We 
formulate, blend and market fuel additives.
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WINTER
FUEL SPECS

BENEFITS
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Winter is only just around the corner. 
Transition from summer grade to winter grade fuel can lead to horrendous 
handling issues if summer grade fuel is still around when the first cold snap hits. 
Winter Fuel Specs do not come into force until the middle of November and it is 
likely that end users will have plenty of stock of summer grade fuel well into the 
winter season and through the first frosts.  

Waxing of summer grade fuel - exacerbated by the higher FAME contents - can 
be inhibited by the use of exocet® Anti Wax. This is a practice adopted year-
round by many standby generation plants and emergency applications.

Exocet® Anti Wax should only be used as a preventative 
measure and will not work if the fuel has already waxed.

EN590 Diesel
Summer

16th March - 15th Nov

EN590 Diesel
Winter

16th Nov - 15th March

CFPP* (°C)
Specification

-5°C -15°C

CFPP* (°C)
Typically with Exocet® Additive

-18°C -24°C

Treat Rate
Additive: Fuel

1:1,000 1:1,000
MAINTENANCE PERFORMANCE

FEATURES
	 Boosts the fuel’s resistance to waxing
	 Allows operation at colder temperatures 

than fuel specification
	 Inhibits the formation of wax crystals
	 Reduces the potential for filter plugging
	 Works with maximum allowable FAME 

contents


