
GAS OIL CONDITIONER (XO1258GO)

TREATMENT RATIO

Each 1 litre bottle treats up to 2,000 litres of fuel and the additive
can be added to bulk storage or directly into the vehicle or
vessel tank.

All Exocet®  branded products are available in a range of sizes to 1,000 litres

Fuel Additive Science Technologies Ltd, Unit 29 Atcham Business Park, Shrewsbury, Shropshire, SY4 4UG

Tel: 01743 761415   www.fastexocet.co.uk

WHEN TO USE 
 An “all in one” fuel enhancer is required and 

when continuous protection against the problems 
associated with biodiesel precipitates is required.

Technical Data Sheet  
 
DESCRIPTION  
 
A fuel addi�ve package to maintain fuel quality and protect fuel system during prolonged storage.  
Prevents agglomera�on of biodiesel precipitates during storage which prevents fuel filter blocking 
and protects fuel injectors and fuel pumps from deposit forma�on. 
 
  
TYPICAL PROPERTIES 
 

Parameter  Units  Method  Range  Typical  
Appearance  None  Visual  amber - brown liquid  Amber liquid 
Density @ 15°C  kg/m3  IP 559 / ASTM D7777  935 – 965 950 
Flash Point  °C  IP 34 / ASTM D93  > 62  70 
Viscosity @ 40°C  mm2/s  IP 71 / ASTM D 445  2.0 – 5.0 3.5 
  


