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A specialist fuel additive designed to improve the stability of domestic 
kerosene when used in range-style cookers and vaporising burners.

APPLICATION
The concentrated blend of antioxidant and stability additive chemistry improves fuel 
stability during storage and in the fuel gravity feed pipe close to the burner, helping to 
maintain a free fuel flow. The additive significantly reduces the tendency to form coke 
in the burner plate and limits the char value of the fuel.

Regular use inhibits fuel ageing and degradation which prevents in-tank deposit 
formation and improves fuel shelf life.

Exocet Cooker is endorsed by Esse cast iron range cookers. Not for use in flueless 
burners.

FEATURES
	 Controls Char value
	 Reduces build up of carbon deposits and soot
	 Inhibits growth of deposits in fuel storage tanks
	 Minimises the potential for fuel tank corrosion
	 Preserves fuel in storage - Increases the fuel shelf life
	 Reduces service problems
	 Maintains fuel flow
	 Endorsed by Esse

	 +
	 Prevents microbial growth in a clean system

BENEFITS

NET
ZEROCLEANING ECONOMY MAINTENANCE PERFORMANCE

WHEN TO USE 
	 Operating a range cooker (AGA) on 

kerosene
	 Fuel storage tank has a low turnover
	 Burner continually ‘cokes’ up and/or 

fuel pipe blocks

TREATMENT RATIO
200ml treats 1,000 litres of heating oil.

SIZES AVAILABLE
All exocet® branded products are available 
in a range of sizes to 1,000 litres.


